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Operating Instructions 1-7



Read carefully before using your DOLPHIN TWO BY TWO robot pool cleaner
1) Safety

1.1) Power supply positioning

The Caddy and power supply [1, page 7] should be positioned so that the DOLPHIN can reach all the corners
of the swimming pool and must be at a minimum distance of 3 meters [10 Ft.] from the edge of the pool.

For best operation of the DOLPHIN Swivel cable [2, page 7] leave excess cable rolled outside of the pool.
[Fig. Al.

1.2) Electrical requirements

Factory-wired for either 100V, 115V or 230V mains supply, the voltage rating should be checked before
connection.

The power supply must be supplied through a residual current device (RCD) with a rated residual operating
current 30 mA. This power supply must be connected to a grounding type receptacle.

Use only the original DOLPHIN power supply.

Warning! DO NOT ENTER THE SWIMMING POOL WHILE THE DOLPHIN IS IN OPERATION.
2) DOLPHIN set-up

2.1) Caddy assembly
Refer to assembly instructions and diagram enclosed in Caddy carton.
Caution: Improper use may cause injury or damage the Caddy.

2.2) Handle

The DOLPHIN features an adjustable handle [3, page 7] fitted into slots on each side of the DOLPHIN body.
This handle must be locked in a diagonal position across the top of the DOLPHIN body in order to ensure
optimum cleaning results. Press downwards on the latch [4, page 7] to move the handle arm to a diagonal
position [Fig. B].

2.3) Remote control unit [R.C.U.]

Place two enclosed 1.5V AAA batteries into the R.C.U. and position them as shown in the drawing inside the
battery compartment.

The R.C.U. is splash-proof only. This R.C.U. is equipped with a digital screen, soft touch buttons and a
joystick for manual operation.

3) Operation

3.1) Power Supply
At the front section there are lights that indicate when the DOLPHIN is operating or when the filter bag needs to
be cleaned or washed.

Will lit up when switching ON power supply.
Will blink at initial performance of self test .
Will turn off automatically at the end of operation

Will remain unlit during normal operation.
= Vil lit up and blink when the filter bag fills up and needs cleaning.
Will remain lit when the filter bag is clogged and needs washing.

% Reset - To reset filter bag indicator if indication light stays it after the filter bag is already clean.
Note: If the power supply cord is damaged, it must be replaced by a special cord or assembly available from the
manufacturer.

Caution: \When working, the power supply should be placed in the shade. It must also be well protected from
water reach (splashes, sprinklers etc).

3.2) DOLPHIN Installation:

e Connect the cable to the power supply.

e Release minimal required floating cable length, ensuring proper pool coverage.

e Place the DOLPHIN in the pool [Fig. C].

e Rock from side to side, releasing trapped air, until the DOLPHIN slowly sinks to the bottom of the pool.
e Connect the power supply to a protected grounded outlet and switch on.

e |f the DOLPHIN exits the water in a beach-entry pool the DOLPHIN will reverse in an attempt to re-enter
the water.

e Optimum water temperature for the DOLPHIN is 12°C — 32°C [54°F — 90°F].

e Maximum operating depth of the DOLPHIN is 5 meters.

Caution: Do not operate the DOLPHIN out of water. This may result in extensive damage to the pump
motor seals, thus invalidating the warranty.





